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PROJECT OVERVIEW
PROJECT INFORMATION ENGINEER'S GENERAL UTILITY NOTES ENGINEER'S GENERAL UTILITY NOTES - CON'T LEGEND OWNER/DEVELOPER
SCOPE: 1. EXISTING UTILITY LOCATIONS, AS SHOWN ON THE PLANS, WERE COMPILED AND  13. THE CONTRACTOR SHALL RETAIN THE SERVICES OF AN INDEPENDENT - CATHOLIC CHARITIES WESTSIDE HEAD START
THE PROJECT CONSISTS OF THE CONSTRUCTION OF A NEW SINGLE-STORY ARE PRESENTED BASED UPON PRELIMINARY INFORMATION AVAILABLE TO GEOTECHNICAL TESTING LABORATORY ACCEPTABLE TO PROVIDE THE PROJECT RIGHT-OF-WAY EXISTING SEWER MANHOLE 7400 WEST OLIVE AVENUE
PRESCHOOL BUILDING WITH REQUIRED ONSITE UTILITY IMPROVEMENTS. CYPRESS CIVIL DEVELOPMENT. UTILITY LOCATIONS AS SHOWN ARE NOT CONSTRUCTION TESTING OF THE PROJECT BEDDING AND BACKFILL. DURING e EXISTING RIGHT-OF-WAY EXISTING SEWER CLEANOUT PEORIA, ARIZONA 85345
INTENDED TO BE EXACT OR COMPLETE AND CYPRESS CIVIL DEVELOPMENT DOES THE COURSE OF CONSTRUCTION, TEST RESULTS SHALL BE SUBMITTED TO THE PH: 623-486-9868
ADDRESS: NOT ACCEPT LIABILITY OR RESPONSIBILITY FOR ANY INACCURACIES IN THE CONTRACTOR AND OWNER WHICH INDICATE IF WORK IS BEING DONE IN — — — —— PROJECT/NEW PROPERTY LINE D EXISTING WATER VALVE ATTN: YATIN DUA
2504 SOUTH 91ST AVENUE UTILITY LOCATIONS OR ANY UTILITY RELOCATIONS THAT MAY BE NECESSARY. CONFORMANCE WITH THE PLANS AND SPECIFICATIONS.
TOLLESON, ARIZONA 85353 PRIOR TO EXCAVATION, ARIZONA STATUTES REQUIRE THAT ANYONE WHO — - - —  EXISTING PROPERTY LINE EXISTING WATER METER CIVIL ENGINEER
INTENDS TO EXCAVATE MUST PROVIDE TWO FULL WORKING DAYS NOTICE TO 14. ALL VALVE BOXES, METER BOXES, MANHOLE RIMS, SEWER CLEAN OUT RIMS, —
APN: 101-14-007D THE OWNERS OF ALL UTILITIES WITHIN THE PROJECT AREA. EXCAVATORS ETC. SHALL BE ADJUSTED TO FINAL FINISHED GRADE PER MAG STANDARD —— — ——  ROADWAY CENTERLINE | BF EXISTING BACKFLOW PREVENTER RICK ENGINEERING
SHOULD CONTACT "ARIZONA BLUE STAKE" @ 1-800-782-5348 TWO (2) FULL DETAIL 270 AND 422 PRIOR TO ACCEPTANCE OF THE WORK BY OWNER. - 2401 WEST PEORIA AVENUE, #130
ZONING:  S-1 WORKING DAYS PRIOR TO EXCAVATION. SATURDAYS, SUNDAYS, AND STATE FLOW-LINE EXISTING FIRE HYDRANT PHOENIX, ARIZONA 85029
HOLIDAYS ARE NOT CONSIDERED WORKING DAYS. ALSO BE ADVISED THAT 15. ALL NON-METALIC BURIED UTILITY LINES SHALL HAVE #12 AWG COPPERCLAD EXISTING EASEMENT . EXISTING SIGN PH: 602-957-3350
AREA THERE MAY BE OTHER UTILITIES IN THE PROJECT AREA THAT ARE NOT STEEL TRACER WIRE WITH 30 MIL (HDPE) INSULATION. SECURELY ATTACH WIRE ATTN: JEFF HUNT, PE
TOTAL: 435,602 SF (10.000 AC) MEMBERS OF "ARIZONA BLUE STAKE". THE CONTRACTOR IS RESPONSIBLE TO TO PIPE AT 8' INTERVALS. SEE WATER LINE TERMINATION DETAIL THIS SHEET.  — — —  _
NEW EASEMENT EXISTING SITE LIGHT
DISTURBED: 35,416 SF (0.813 AC) POTHOLE ALL UTILITIES (SHOWN OR NOT SHOWN ON THE PLANS) MARKED BY TRACER WIRE COLORS SHALL BE AS FOLLOWS: ARCHITECT
BLUE STAKE PRIOR TO COMMENCING CONSTRUCTION OPERATIONS. PRIVATE WATER LINE - BLUE T Z324—  EXISTING CONTOUR o  EXISTING STREET LIGHT ARCHITECTURAL RESOURCE TEAM
PRIVATE SEWER LINE - GREEN
SURVEY NOTES 2. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO UNCOVER ALL EXISTING PRIVATE STORM DRAIN LINE - GREEN T ?34—  NEW CONTOUR EXISTING ELECTRIC PULL BOX B oA oaoag TOAD
1. THE SURVEY FOR THIS PROJECT WAS PERFORMED BY: WATER AND SEWER LINES BEING CONNECTED TO AND TO VERIFY THE PRIVATE GAS - YELLOW )
SUPERIOR SURVEYING SERVICES, INC. LOCATIONS, DEPTH, FLOW LINE, ELEVATIONS, AND SIZE OF PIPE BEFORE ANY - | EXISTING CONCRETE EXISTING COMMUNICATION PULL BOX PH: 002-307-5399 N
2122 WEST LONE CACTUS DRIVE, SUITE 11 CONSTRUCTION BEGINS. - e NEW WALL 1 EXISTING LIGHT PULL BOX -
Peas a0 000y 0% 3. ANY CONSTRUCTION PERFORMED WITHOUT THE KNOWLEDGE OF THE ENGINEER S PRIVATE UTILITY NOTES < UTILITIES
PH: 623-863-0223 - 1. ALL ON-SITE BUILDING SEWER CONNECTION LINES ARE PRIVATE. THE EXISTING CURB EXISTING UTILITY POLE
CONTACT: DAVID S. KLEIN, R.L.S. INSPECTOR OR HIS REPRESENTATIVE IS LIABLE FOR REMOVAL AND MATERIALS AND INSTALLATION SHALL BE PER THE REQUIREMENTS OF THE _
REPLACEMENT AT THE CONTRACTOR'S EXPENSE. INTERNATIONAL PLUMBING CODE, LATEST EDITION. EXISTING PAINT STRIPE NEW SEWER CLEANOUT WATER: CITY OF PHOENIX
2. THE BASIS OF BEARINGS FOR THIS PROJECT IS THE MONUMENT LINE OF LOWER SEWER: CITY OF PHOENIX
BUCKEYE ROAD, ALSO BEING THE SOUTH LINE OF THE SOUTHEAST QUARTER OF 4. THE CONTRACTOR SHALL VERIFY FINISHED GRADES AS SHOWN ON THE 2. ALL ON-SITE DOMESTIC WATER SUPPLY LINES ARE PRIVATE. THE MATERIALS ——=———=—  EXISTING FENCE ® NEW WATER VALVE ELECTRIC: SALT RIVER PROJECT
SECTION 16, USING A BEARING OF SOUTH 89°43'00" WEST, PER THE PLAT OF THE APPROVED GRADING AND DRAINAGE PLANS PRIOR TO CONSTRUCTION. THE QFUDIVIlglsl\TéLcLS[T)IEOTASTHE%LEBD%(E)TVTHE REQUIREMENTS OF THE INTERNATIONAL GAS: SOUTHWEST GAS
HOME DEPOT 91ST AVENUE AND LOWER BUCKEYE, BOOK 958 OF MAPS, PAGE 7, CONTRACTOR SHALL ALSO VERIFY THE LOCATION AND INVERT OF THE BUILDING : - NEW CURB NEW WATER METER ZiI.BELIEHONE: EE)I;I(TCUCI)RI\\;III\I/INUKNICATIONS
RECORDS OF MARICOPA COUNTY, ARIZONA. LCJ(T)llhlsTTlgsUé%%HNOWN ON THE APPROVED PLUMBING PLAN PRIOR TO 3. COMPACTION, BEDDING, AND BACKFILL SHALL BE PER M.A.G. UNIFORM NEW PAINT STRIPE NEW BACKFLOW PREVENTER ;
: STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION AND THE
3. THE BASIS OF ELEVATION FOR THIS PROJECT IS THE CITY OF PHOENIX POINT ID: RECOMMENDATIONS FOR UTILITY EXCAVATION CONTAINED WITHIN THE — o o NEWEENCE g NEW EIRE CONNECTION SHEET INDEX
19, HAVING A DESCRIBED LOCATION AND ELEVATION AS "SALT RIVER VALLEY 5.  ALL WORK AND MATERIALS WHICH DO NOT CONFORM TO THE SPECIFICATIONS GEOTECHNICAL REPORT.
WATER USERS ASSOCIATION BRASS CAP ON EAST SIDE OF IRRIGATION BOX ARE SUBJECT TO REMOVAL AND REPLACEMENT AT THE CONTRACTOR'S E EXISTING UNDERGROUND ELECTRIC KOO NEW FIRE BACKFLOW PREVENTER 1. COVER SHEET
LOCATED AT THE NORTHWEST CORNER OF INTERSECTION OF 83RD AVENUE AND EXPENSE. 4. CONTRACTOR SHALL SUBMIT PIPE, FITTING, PIPE TAPPING, VALVE, TESTING, P P 2. ONSITE UTILITY PLAN
LOWER BUCKEYE ROAD". TEMPORARY BENCHMARK ELEVATION = 1003.945/, ORDEn SRELLADBMIT IAL IO ENGINEER FOR REVIEW AND APPROVAL PRIOR TO c EXISTING COMMUNICATION LINE (®——(®) NEW DRYWELL
NGVD29. 6. ANY QUESTIONS RAISED RELATIVE TO THE ACCURACY OF IMPROVEMENT ’
INSTALLATION SHALL BE RAISED PRIOR TO THE COMMENCEMENT OF THE WORK 5 WATER PIPING SHALL BE INSTALLED A MINIMUM OF 12" ABOVE THE SEWER AT e EXISTING OVERHEAD ELECTRIC L NEW SITE LIGHT
BENCHMARK IN QUESTION. CROSSINGS PER IPC SECTION 603.2. RR EXISTING IRRIGATION LINE O SURVEY MONUMENT AS NOTED
. 7. THE CONTRACTOR SHALL FURNISH ALL MATERIALS, LABOR, AND EQUIPMENT 6. CONTRACTOR SHALL TEST ALL SEWER AND WATER PIPING PER IPC SECTIONS 5
THE BENCHMARK USED FOR THIS PLAN 15 THE CITY OF PHOENIX POINT ID: 19, TO CONSTRUCT/INSTALL THE IMPROVEMENTS SHOWN ON THESE PLANS 107.2 AND 312 PRIOR TO BACKFILL AND COVER. CALL FOR INSPECTION AND ; EXISTING SEWER LINE ~99%")  SPOTELEV. (EXIST. GRADE)
HAVING A DESCRIBED LOCATION AND ELEVATION AS "SALT RIVER VALLEY WATER WITNESS TESTING PRIOR TO CONCEALING WATER AND SEWER PIPING —5599° SPOT ELEV. (NEW GRADE)
USERS ASSOCIATION BRASS CAP ON EAST SIDE OF IRRIGATION BOX LOCATED AT THE UNLESS SPECIFICALLY NOTED OTHERWISE. ' W EXISTING WATER LINE ROW RIGHT-OF-WAY
NORTHWEST CORNER OF INTERSECTION OF 83RD AVENUE AND LOWER BUCKEYE
ROAD". TEMPORARY BENCHMARK ELEVATION = 1003.945', NGVD29. 8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING "AS-BUILT" 7 nglc\lﬁRo'?‘\jcg;?oRpS{:éLRLTFOLL(J)SéiC@;ENDCI\S(I_NFECT ALL POTABLE WATER PIPING PER IPC F EXISTING FIRE SERVICE BC BACK OF CURB
DRAWINGS TO THE MUNICIPALITY HAVING JURISDICTION. BSW BACK OF SIDEWALK
8. THE TRANSITION FITTINGS FROM COPPER TO PVC SHALL COMPLY WITH SECTION ° EXISTING GAS LINE P PAVEMENT (ASPHALT)
LEGAL DESCRIPTION 9. DIMENSIONS SHOWN ON THESE PLANS ARE FOR REFERENCE ONLY; SEE THE 605.23 OF THE IPC (2018 EDITION).
PART OF THE SOUTHEAST QUARTER OF SECTION 16, TOWNSHIP 1 NORTH, RANGE 1 ARCHITECT'S DIMENSIONED SITE PLAN OR HORIZONTAL CONTROL PLAN FOR " WES-W NEWSTORMDRAIN PIPE : CONCRETE
Q ) , SITE LAYOUT. DO NOT SCALE THESE PLANS 9. ALL BACKFLOW PREVENTION ASSEMBLIES SHALL BE APPROVED BY THE G GUTTER
iAR?gOONFATFI{/EI gFiEAPﬁ'F\{lTDI gﬁ&g&’%@g@g%ﬁg as'\/'FEORL'EJ)wé_MAR'COPA COUNTY, ' ' UNIVERSITY OF SOUTHERN CALIFORNIA FOUNDATION FOR CROSS-CONNECTION s NEW SEWER LINE TC TOP OF CURB
COMMEl\iONG AT THE SOUTHEAST CORNER OF SAID SECﬂON 16; 10. THE CONTRACTOR SHALL REPAIR OR REPLACE ANY DISTURBED OR DAMAGED CONTROL AND HYDRAULIC RESEARCH. W NEW WATER LINE FG FINISHED GRADE
THENCE NORTH 01°36'40" EAST, ALONG THE EAST SECTION LINE OF SAID SECTION PROPERTY INCLUDING CONCRETE, PAVEMENT, LANDSCAPING, AND IRRIGATION LP LOW POINT
16, A DISTANCE OF 760.90 FEET: SYSTEMS TO ORIGINAL CONDITION PER MAG SPECIFICATIONS. F NEW FIRE SERVICE Hp HIGH POINT
THENCE SOUTH 89°45'51" WEST, A DISTANCE OF 33.02 FEET TO THE WEST
RIGHT-OF-WAY LINE OF 91ST AVENUE AND THE TRUE POINT OF BEGINNING: 11. THE INVERT ELEVATIONS SHOWN ON THESE PLANS HAVE BEEN DESIGNED TO FGFi GRADE BREAK
THENCE CONTINUING SOUTH 89°45'51" WEST, A DISTANCE OF 844.60 FEET; PROVIDE AT LEAST ONE (1) FOOT OF COVER OVER THE TOP OF THE PIPE FINISHED FLOOR ELEVATION
THENCE NORTH 00°13'48" WEST, A DISTANCE OF 524.18 FEET; (EXCLUDING EXCLUDING THE PAVEMENT THICKNESS). THE CONTRACTOR IS FGH FINISH GRADE HIGH
THENCE NORTH 89°45'51" EAST, A DISTANCE OF 861.45 FEET TO THE SAID WEST RESPONSIBLE FOR FOR PROTECTING THE NEWLY INSTALLED PIPES FROM FGL FINISH GRADE LOW
RIGHT-OF-WAY LINE OF 91ST AVENUE; DAMAGE CAUSED BY CONSTRUCTION ACTIVITY ON THE SITE PRIOR TO THE PUE PUBLIC UTILITY EASEMENT
THENCE SOUTH 01°36'40" WEST, A DISTANCE OF 524.45 FEET TO THE TRUE POINT FINAL PAVEMENT SECTION BEING INSTALLED. ME MATCH EXISTING
OF BEGINNING;
EXCEPT THE EAST 22 FEET THEREOF AS CONVEYED TO THE CITY OF PHOENIX BY 12. CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OCCUPATIONAL SAFETY R: RIM
QUIT-CLAIM DEED RECORDED IN INSTRUMENT NO. 2005-1552374; AND ALSO AND HEALTH ADMINISTRATION REGULATIONS. E INVERT
EXCEPT ALL MINERALS, ORES, AND METALS OF EVERY KIND AND CHARACTER AND L: LENGTH
ALL COAL, ASPHALTUM, OIL, GASES, FERTILIZERS, FOSSILS, AND OTHER LIKE : SLOPE

SUBSTANCES IN OR UNDER SAID LAND AS RESERVED BY THE STATE OF ARIZONA IN
THE PATENT TO SAID LAND RECORDED IN BOOK 130 OF DEEDS, PAGE 239; AND ALSO
EXCEPT ALL MINERALS, OIL AND GAS, AND HYDROCARBON SUBSTANCES
UNDERLYING SAID LAND AS RESERVED IN DEED RECORDED IN DOCKET 1952, PAGE
192, RECORDS OF MARICOPA COUNTY, ARIZONA.

Call at least two full working days
before you gsg-in excavation.

)

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)
In Maricopa County: (602) 263-1100
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ENGINEERING COMPANY

2401 w peoria avenue, #130
phoenix, arizona 85029

p: 602.957.3350
e: jhunt@rickengineering.com
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RIVATE SEWER KEYNOTES

TAP EXISTING 6" SEWER MAIN. CONTRACTOR TO VERIFY
SIZE, LOCATION, INVERT, AND CONDITION PRIOR TO
CONSTRUCTION.

NEW 6" PVC SDR-35 SEWER PIPE. LENGTH AND SLOPE
INDICATED ON PLAN. INSTALL TRACER WIRE PER
GENERAL UTILITY NOTE 15, SHEET 1.

-

][]

NEW ONE-WAY SEWER CLEAN OUT PER DETAIL A, THIS
SHEET. RIM AND INVERT INDICATED ON PLAN.
CONTRACTOR TO ADJUST RIM TO FINAL GRADE.

[«]

NEW TWO-WAY SEWER CLEAN OUT PER DETAIL B, THIS
SHEET. RIM AND INVERT INDICATED ON PLAN.
CONTRACTOR TO ADJUST RIM TO FINAL GRADE.

]

NEW DROP SEWER CLEAN OUT PER DETAIL C, THIS

[r]

ENGINEERING COMPANY
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SHEET. RIM AND INVERT INDICATED ON PLAN.
CONTRACTOR TO ADJUST RIM TO FINAL GRADE.

CONNECT TO BUILDING SANITARY SEWER PER

PLUMBING PLANS. CONTRACTOR TO VERIFY TIE-IN
LOCATION AND INVERT PRIOR TO CONSTRUCTION.

PRIVATE WATER KEYNOTES

NEW 2" WATER SERVICE AND METER PER CITY OF

[=]

®

/ A PER DOC. 2016-0967449 . ‘ -
/ / & 2007-1238248, M.C. 59.5! BSW o 5 % PHOENIX DETAIL P1342. CONNECT TO FOR DOMESTIC 3
/ S H £ 1 £ ey WATER SERVICE. 2
A io n &
[ T B2 H L @ NEW 2" PVC (SCHEDULE 80) WATER LINE. ALL PIPE AND
: ‘ - \ o FITTINGS SHALL BE NSF61 COMPLIANT. 36" MINIMUM
H a i COVER. LENGTH INDICATED ON PLAN.
‘ o R B
\ \ . N z , (3) NEW PVC (SCHEDULE 80) FITTING. ALL PIPE AND =
\ H S i | FITTINGS SHALL BE NSF61 COMPLIANT. ANGLE AND SIZE S
\ 5 F\ w \ - i INDICATED ON PLAN.
2 2 :
o
N A . | (4) NEW 2" NSF61 COMPLIANT BACKFLOW PREVENTER IN =
=775 3 )ZEND % + 7 LOCKABLE STEEL ENCLOSURE. INSTALL PER CITY OF
‘ 7 = PHOENIX DETAIL P1354 AND MANUFACTURER
= A\W ] H\ wo, Ng N SPECIFICATIONS.
= o e |
AT 2 | (5) CONNECT TO BUILDING PER PLUMBING PLANS.
- H N | ol I CONTRACTOR TO VERIFY SIZE AND LOCATION PRIOR TO
| | & 4 CONSTRUCTION.
1 P
:: \J ] = N;Og . o o
Y E
i Il| & U
|
L:26.9' \ et ! o
| S5 12 / J | Lo ® N <
45° BEND = \ - 1 = | S
| 1333 1:90.35 6LF/ | f e e S
S:2.09 [ ©
BF — % - | N
NN\ N\ e K T T m e 52 o
— \ R - Q TRAFFIC RATED CAST @) <
| XXXX 1-85:86(1N) °90° 3 ° IRON FRAME & LID 6" CONCRETE COLLAR v Q) N
s 1'82.65 | > & 1:83.30(0UT) BEND 4 ) ? ' FINISHED GRADE FINISHED GRADE V) X
S 45° BEND 4LF o | (PAVEMENT) (PAVEMENT) Z LL] (-
N > Bt BOT FIRE:88.70 e E ! | < Z G
:82. TOP SWR:83.20 : : . —_
CITY OF PHOENIX =z ) » co—— o / —
: : o N Py : | ] O
APN: 101-14-005G = - 1 . hg 5 O
2002-1304434, M.C.R. 0 \ \ . RIRR R ‘ol O E
o BOT SD:86.75 \ NN NN >~
= - N NIV O I_
-t TOPSWR:83.20 L : L TR R >_ )
Y e NN NN
| |2 E | T
: H i > 4 RS NS D p—
WATER MAIN < | =
! W ' SCHEDULE 40 PVC p— T -
EXISTING 48" VCP 6" GRAVEL BASE EXTENSION PIPE — a'el S
‘ WATERfA'N | PLUG WYE AT END - < < Q
EXISTING 48" RGRCP \ v 3| = oo ¥ OF RUN |_ — ®
| > RRIGATIOV\1 MAIN ¢ N SN T w wm ‘i
c c I-nc j | J , :'}/ 6 8 8
i .' =0 <t ©
5 i I ONE-WAY CLEAN OUT N E
; ° 9 078 A Z 2
I SCALE: N.T.S. LL]
4 —_— - L &
] L.92 Ol ’(g INV 6lIN :80.90 EXISTING SEWEQRAA . a.,a ; "U\ 5 %‘% (@] © S ;(/1 ' 8
S 0% 2 INV(6"EX):80.90 SLOPE = 1.1%. < S 4 D
PER ASBUIIFI' - | CLEANOUT PLUG
| ° WA < TRAFFIC RATED CAST PER IPC 708
| 6"S 6"S 6"S 6"S 6"S 6"S 6"S 6"S 6"S 6"S 6"S %AS ;., A 6.,5 p «U’,d I_ i IRON FRAME & LID " CONCRETE COLLAR
4 . 5 3 ﬁ , 5 5 7| FINISHED GRADE FINISHED GRADE
& F o o - :
. - — — — — — --------E---E- — =) I
E E E E E E B R ; 3 R
\ o i % e - 8" W _E_aa'w_ E_ — W ————8W————— W ————— W 8" ——8W————— 8 ——— —BLWG—‘—T EaaPiapr ol : zi VN f/i\///i\//%
- - — — — — — — —— — I .. : : y B K RIS
. c c c c c c C — T2t T e 2T —lst < 2 \///\\///\\//>
— c c c c c c c EXISTING'20' IRRIGATION EASEMENT® .« ~-/1". S R
PERDOC. 2005-1826298, M.CR. .~ “~ .= | & )
; - — — = > ~N T =T S />\</>\\\4‘
B e e L e T e et e e & _/ B S P D (S T PP U T DU SIS UL R S S : “ EXISTING 8' ELZTRIC EASEMENT ||1 b N EXISTING MANH >
¢ ¢ ¢ ¢ C ¥ e oS oo O [EXISTING8' ELECTRIC EASEMENT — © ¢ ¢ ‘ ¢ -956,PG. 7, M.C.R. IU RIM=92.94 SCHEDULE 40 PVC
\ e : / PERBK.956, PG. 7, M.C.R. W‘, A “ INV=78.76(W) 6" GRAVEL BASE EXTENSION PIPE
” Iy ZINV=78.09(S)
M\ M\ $89°42'49" W 822.59' w $89°42'49" W é
7777 - - - — = = —— = — - - — = = = = 55.03'
LOT1 LOT 4 LOT 5 _
HOME DEPOT 91ST AVENUE HOME DEPOT 91ST AVENUE HOME DEPOT 91ST AVENUE # B TWO WAY CI—EAN OUT
APN: 101-14-571 APN: 101-14-574 APN: 101-14-575 . ;
BK. 958, PG. 7, M.C.R. BK. 958, PG. 7, M.C.R. BK. 958, PG. 7, M.C.R. 5 SCALE:N.T.5. DRAWN: PT
2 DESIGNED: JH
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~ CHECKED: JH
LOWER BUCKEYE ROAD OATE: 04912093
$89°43'00" W 2589.31' (BASIS OF BEARINGS) f 0B NO- 22,152
SHEET NUMBER
Call at least two full working days
before you begin excavation n STA:0+00.00 (915T AVENUE)
FOUND 3" CITY OF PHOENIX BRASS CAP FLUSH
e o CALCULATED POSITION, NOTHING FOUND OR SET
E‘-Lyun ; SOUTH QUARTER CORNER OF SECTION 16, T1N, R1E SOUTHEAST CORNER OF SECHON 16 LN, RaE
sy ALSO FOUND CITY OF PHOENIX BRASS CAP FLUSH
'n Maricopa County: (602) 2631100 (N 01°55'06" W 22.03') 2 2
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