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4" SCHEDULE 40 GALV. STEEL POST

FILL WITH GROUT AND CROWN TOP

CONCRETE POST BASE

CONCRETE SLAB
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4" REFLECTIVE ENGINEERS TAPE
(3M HIGH DENSITY YELLOW 
PRESSURE SENSITIVE TAPE OR
APPROVED EQUIVILANT)
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EXPANSION JOINT.

6" THICK CONCRETE SLAB.

#4 BAR CONTINUOUS 
BOND BEAM.

8X8X16 CMU 
RUNNING BOND.

#4 BARS @ 8" O/AC 
(GROUT CELLS, SOLID 
FULL HEIGHT.)

2 - #4 BARS 
CONTINUOUS.

PROVIDE 4" OPENING AT 
LOW POINT WHERE 
FLOOR SLOPES BACK TO 
BIN RECEPTACLE, SPACE 
AT 10'-0" O.C.

BOLLARD PER FIGURE E.

2" CAP BLOCK

EXPOSED MANUFACTURED GRAY FINISH.

FOR VEHICLES
SHOWING DISABLED

INSIGNIA OR LICENSE
PLATE ONLY

CITY OF PHOENIX
SEC. 36-149

PHOENIX CITY CODE

RESERVED
PARKING

FRONT VIEW

Top View
N.T.S.
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Grade (at parking lot 
surface).

Securely mount sign on a galv 
pole, pinned to sleeve 
mounted in concrete.

3/4" x 3/32" LETTERS.

Sy
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6
" 

x 
6
" Recommended 

lettering size 2" x 
1/4" letters.

Standared regulatory 
sign reflective 0.080 
aluminum white blue 
letters on white 
backgrund.

Concrete footing, TYP.
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6" SCHEDULE 40 GALV. STEEL POST

FILL WITH GROUT AND CROWN TOP

CONCRETE POST BASE

SLAB EDGE TURNDOWN PER CIVIL
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NOTE: FINISH TO MATCH STEEL COLUMNS

HSS 2"X3" 14 GA STEEL POSTS WITH CONCRETE 
FOOTING. PRIMED PRIOR TO SETTING IN PLACE.

HSS 3/4"x3/4" 16 GA. PICKETS @ 4" O.C.; 
WELD TO FRAME. MAXIMUM 3-1/2" CLEAR 
SPACE BETWEEN PICKETS.

HSS 2"x3" 14 GA. INTERM POSTS @ 5' 
MAX; WELD TO FRAME. MAXIMUM 3-3/4" 
CLEAR SPACE MAX BETWEEN PICKETS.

EQUAL PANELS - TYPICAL
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NOTE: FINISH TO MATCH STEEL COLUMNS

HSS 2"X3" 14 GA STEEL POSTS WITH CONCRETE 
FOOTING. PRIMED PRIOR TO SETTING IN PLACE.

HSS 3/4"x3/4" 16 GA. PICKETS @ 4" O.C.; 
WELD TO FRAME. MAXIMUM 3-1/2" CLEAR 
SPACE BETWEEN PICKETS.

HSS 2"x3" 14 GA. INTERM POSTS @ 5' 
MAX; WELD TO FRAME. MAXIMUM 3-3/4" 
CLEAR SPACE MAX BETWEEN PICKETS.

4'-0"

HEAVY DUTY, SELF CLOSING HINGE.

GATE SHOULD BE ABLE TO SWING OPEN 
180 DEGREES  FOR PARENT GREETING 
WHEN ATTENDED.

PARENT MAGENT SAFETY LOCK WITH KEY OPTION

HSS 2"x2" 16 GA. GATE FRAME AND FENCE 
TOP @ MAXIMUM 3-3/4" CLEAR SPACE 
BETWEEN PICKETS.

FIXED PANEL FENCE
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3/4" = 1'-0"
1

Typical Bollard Detail

3/4" = 1'-0"
2

Typical Trash Enclosure Wall

3/4" = 1'-0"
5

100 - Accessible Sign - Typical (Phoenix)

Revision Schedule

No. Date Description

4 09.29.23 Owner Comments

3/4" = 1'-0"
3

100 - Bollard Detail

1 1/2" = 1'-0"
4

Front Entry Fence Elevation

1 1/2" = 1'-0"
6

Front Entry Gate
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