SET #3 1/2 JUNCTION BOX

BOX TO POWER LEG.

INSTALL 3/4” CONDUIT FROM JUNCTION BOX TO

SET #3 1/2 JUNCTION BOX
ADJACENT TO CURB.
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CONCRETE SURFACE.
INSTALL TEMPORARY PLUG.
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NOTES:

ACTUAL PLAN LAYOUT MAY VARY. ALL OTHER DETAIL INFORMATION REMAINS THE SAME. SEE PLANS
FOR SPECIFIC LOCATIONS AND DIMENSIONS OF BUS SHELTER PAD.
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MESH (10 GA.) 2 — 3/4"” CONDUITS

MINIMUM CONCRETE (MAG CLASS B)

COMPACTED SOIL @ 95%

SECTION A — A

INSTALL 5/8" X 8' COPPER CLAD STEEL GROUND ROD
IN JUNCTION BOX.

NO. 3 1/2 JUNCTION BOX W/"ELECTRIC” ON LID
(W/LOCKING COVER), ADOT DETAIL T.S. 1-1

TEMPORARILY PLUG CONDUIT ENDS

2. ANY SHELTER OR BUS STOP FURNITURE PLACEMENT SHALL BE LOCATED TO PROVIDE A MIN. 5 it. 1/2° UNTIL USED FOR POWER.
WIDE CLEAR SIDEWALK. 1 FINISH GRADE
3. DECORATIVE PAVEMENT OPTIONS MAY INCLUDE EXPOSED AGGREGATE 1/4” (NO LARGER) WITH DESIGN : —
STRENGTH OF 4000 PSI MINIMUM. OTHER OPTIONS INCLUDING COLOR (TO MATCH SURROUNDINGS) COMPACTED SUBGRADE
AND STAMPING WILL BE CONSIDERED. CONCRETE MIX DESIGN THROUGH THE CITY OF PHOENIX .
MATERIALS LAB. DECORATIVE OPTIONS TO BE APPROVED BY THE CITY OF PHOENIX. PAVERS ARE NOT | __—— 12° LAYER OF PEA GRAVEL
TO BE USED. . oPol b Povo MIN. 1 CU FT. MATERIAL
4. ELECTRICAL CONDUITS AND JUNCTION BOXES SHALL NOT BE REQUIRED UNLESS REQUESTED. © g;g ggo L STANDARD RADIUS SWEEPS
5. ALL CONDUIT SHALL BE P.V.C. SCHEDULE 40, U.L. LISTED. &go o2
6. ALL COSTS ASSOCIATED WITH ELECTRICAL AND RELATED ITEMS SHOWN ON THESE DETAILS (CONDUITS, of o o 2-3/4" CONDUITS—ONE TO POWER LEG, AND
JUNCTION BOXES, GROUND ROD, ETC.) SHALL BE CONSIDERED INCLUDED IN THE COST OF THE PAY ;7 ONE TO OPPOSITE END OF SHELTER PAD.
ITEM FOR CONCRETE BUS SHELTER PAD.
7. BUS BAY PAVEMENT, CONCRETE PAD, CONCRETE CURB, SINGLE CURB, CURB & GUTTER, SIDEWALKS,
& DRIVEWAYS ARE SEPARATE PAY ITEMS.
8. SHELTER PADS AND DRIVEWAYS SHALL BE LOCATED TO PROVIDE MINIMUM INTERSECTION SIGHT EV
DISTANCE IN ACCORDANCE WITH CURRENT AASHTO STANDARDS (CASE IlIA). SLEEVE SWEEP & JUNCTION BOX DETAIL
REVISED 4/14/08
™ - APPROVED
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